
FRCSEINST 13200.1

FRCSE 13200/2 (REV. 8/2012) All fields are required 
Complete all required fields and mark unused optional fields with N/A

DECEMBER

SINGLE CONDUCTOR ESD CONSTANT MONITOR SYSTEM: PREVENTATIVE MAINTENANCE RECORD

Monthly     Inspect wrist strap, cord, and mat for damage and cleanliness. 
   Place wrist strap on wrist. Connect strap to cord. Plug cord into jack #1 on 732 remote jack or monitor on 730 remote jack. Green operator light should illuminate. 
   Disconnect wrist strap from cord. Red operator light should illuminate accompanied by continuous audible alarm. 
   Reconnect strap to cord. Plug cord into jack #2 on 732 remote jack (730 remote jack only has one monitored jack). Green operator light should illuminate. 
   Disconnect wrist strap from cord. Red operator light should illuminate accompanied by fast beeping audible alarm. 
   Disconnect ESD mat ground connection from mat. Red mat light should illuminate. 
   Reconnect ESD mat ground connection to mat. Red mat light should no longer be illuminated.
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DECEMBER
SINGLE CONDUCTOR ESD CONSTANT MONITOR SYSTEM: PREVENTATIVE MAINTENANCE RECORD
Monthly     Inspect wrist strap, cord, and mat for damage and cleanliness.
   Place wrist strap on wrist. Connect strap to cord. Plug cord into jack #1 on 732 remote jack or monitor on 730 remote jack. Green operator light should illuminate.
   Disconnect wrist strap from cord. Red operator light should illuminate accompanied by continuous audible alarm.
   Reconnect strap to cord. Plug cord into jack #2 on 732 remote jack (730 remote jack only has one monitored jack). Green operator light should illuminate.
   Disconnect wrist strap from cord. Red operator light should illuminate accompanied by fast beeping audible alarm.
   Disconnect ESD mat ground connection from mat. Red mat light should illuminate.
   Reconnect ESD mat ground connection to mat. Red mat light should no longer be illuminated.
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